GLOBAL VENDING 



TECHNICAL INFORMATION 



Machine 
Type 


Zenith, Starfood, 
Astro, Kikko, 
Spring, Dual, Sfera, 
Smart, Snakky 


IVIodel 


All 


T.I. Number: 04121001UKSD 
Date: December 2004 


Part numbers N/a 


Approved 
By Italy 


Subject 


Processor battery link, correct positioning 


ISSUED FOR CUSTOMER 


ACTION 




INFORMATION 


X 



We would like to make you aware that there is a Battery link fitted to the processor board of 
the machines 



The purpose of this link is to connect the battery to the board circuitry and allow the board to 
retain the programmed information when the machine is not energized. 

Only the program default information is retained without the battery being in circuit, therefore, 
if the battery is disconnected or is not charged, then the machine will revert to its default data, 
prices etc. 

Whilst the battery is connected, it is being drained of energy and therefore requires charging 
frequently. 

This charging takes place whilst the machine is powered up and in normal operation 

When the boards are stored for a length of time, this charging cannot take place and therefore 
the battery could discharge to such a low level that it would damage the battery, which could 
then never be recharged 

For this reason, the battery link is removed to the off position after production and before 
sending to customers as a replacement. 

We therefore recommend that you check and re connect the battery link to 
the on position when fitting a replacement processor board 

When removing a board to return to us as faulty, please set the link to the 
off position to preserve the battery . 

Please see the attached pictures showing the link 
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Board with two pins 

When fitting a new board 
Check and place the Unk 
In the ON position 
Across the two pins 

Disconnected = off 
Connected = on 



Board with three pins 

When fitting a new board 
Check and place the link 
In the ON position 
Across the two pins 

Left two pins = off 
Right two pins = on 

The pins are marked with the word 
ON across the two pins that need to 
be shorted. 
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